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Do not take this sheet, please leave it on the table

5.6K Ohms

Green-Blue-Red-Gold

Note: the “-“ lead (shorter one) must go in the “-“ hole. 
(oval one), It must also be laid down on the board. This 

capacitor may be Black or blue in colour.

Turn over the page for the 
LED and battery holder 
installation instructions.

16 Pin IC Socket,


the notch goes 
to the left

14 Pin IC Socket, 
the notch goes to 
the left
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Red numbers represent the 
order in which the components 
should be installed.

4.7K Ohms

Yellow-Purple-Red-Gold

3 and 4

16 Pin IC Socket, the 
notch goes to the left
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8.2K Ohms

Grey-Red-Red-Gold

1.8K Ohms

Brown-Grey-Red-Gold

10
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Short lead and flat 
side goes to the 
left, this is the -ve lead


Front side of the Board

Short 
Leads on 
the right

LED installation

Battery holder 
Take the cover tape of the double 
sided tape before putting the 
battery socket into the board.

Long lead on the right


Note the markings on the back of the board.

When you put the LEDs into the board and turn it over, look 
at the LED Leads to make sure they are in the correct way. 

Back side of the Board

Name, Group Name and 
Protective Tape 

Once it all works and your battery holder is 
soldered in, then and write your name and 

group in the space provided, and get a 
leader to put the protective tape on the 

front and back for you.
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